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CTV OB 7 HD  SPECIFICATION

GENERAL

Category:
Medium

Maximum of Cameras:
8

Name of the Truck:
CTV OB 7 HD

Vehicle Type (Semi-trailer/ Coach):
Non-Expanding Rigid

Length with Tractor:
10.8 meter

Height:
4,00 meter

Width:
2,40 meter

Width when expanded:
n/a

Weight:
16 tonnes

Voltage:
380/415 & 220/240 volt

Connector Type:
CEE 63 Amp 5 Pin or 2 x 63 Amp 3 pin

PRODUCTION

Vision Mixer:
GVG Kayak HD/SD 2M/E

Inputs (direct and 2nd Layer):
48

Aux Buses:
24

DVE / Channels:
4 x iDPM (Mixer Integrated)

Miscelaneous options:
EVS Shot Box / Abekas Clipstore with

Lance Controller

GVG Kayak Satellite Mixer Panel on

Request

Monitors front:
2 x JVC 17" HD CRT PGM & PVW Mons,

26 x JVC 10"

Monitors rear:
6 x JVC 10"

VISION

Cameras:
Sony HDC1500

Formats:
1080i 50 or 59.94 (60) Hz

1080psf 23.98 (24) or 25 or 29.97 (30) Hz

720P 50 or 59.94 (60) Hz

Highspeed Cameras:
Sony HDC3300, Arri Hi-Motion, X-Mo on

request

Lenses available:
Canon 11x, 14x, 22x, 72x, 86x as required

Video Matrix:
n/a

Synchronisers:
2 x Arc/Synchroniser

Monitors Vision:
22 x  Sony BVM14HD Grade1  + Iso

Camera Preview

VTR

Maximum Positions:
8

Type VTR / VDR:
any HD or SD Format as required

Monitors front:
8

SOUND

Audio Mixer Type:
Midas B2000

Inputs/Outputs:
32 Mic/Line

8 Groups

Surround Capabilities:
n/a

Effects Type:
Neve/DBX/BSS, other types on request

Speakers:
Genelec 1031 Stereo setup

Monitors Audio:
2 x 9", 4 x 6"

Record/Replay:
CD

Spot On Playback Hard Disc (upon

request)

Shortcut (upon request)

Audio Matrix Type:
Probel 32 x 32 Stereo Analogue

Type Multitrack Recording:
Upon Request

Communication Matrix:
Telex Zeus 24 x 24

IFB System:
3 x RTS 2 ch. System

Beltpack:
12 x RTS 2 Channel

External Panels:
Minimum 2 x KP12, More upon request

ISDN Codec Interfaces:
Systembase upon request

Wireless:
2 x Duplex UHF basestations

Radio's TX/RX:
Minimum 12 x Motorola GP340 - More

upon request


